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Kiitos, että valitsitte meidän tuotteemme.
Jotta saisit parhaan käyttökokemuksen
suosittelemme, että luet käyttöohjeet
huolellisesti.

Jos ajoneuvosi on varustettu
keskikaiuttimella, suosittelemme
irroittamaan* ”audio” -kaapelinirroittamaan* ”audio” -kaapelin
( violetti kaapeli ) keskikaiuttimesta jolloin
saat paremman stereokuvan sekä
paremman äänenlaadun.

*älä irroita E-Call -kapeelia

Näin irroitat keskikaiuttimen ”audio” -kaapelin:
     ( kaiutin sijaitsee keskellä kojelautaa ritilän alla )

1. Irrota kaiuttimen ritilä varovasti.
    ( käytä paneelien irroitustyökalua varmistaaksesi     
    paneelin turvallisen irrottamisen )

2. Avaa keskikaiuttimen ruuvit ja ota kaiutin 
    varovasti pois asennusaukosta, jotta pääset     varovasti pois asennusaukosta, jotta pääset 
    käsiksi kaiuttimen kaapeleihin. 
    irroitta kaiuttimen "audio" -kaapeli.

3. Asenna kaiutin takaisin paikalleen käyttäen
    alkuperäisiä ruuveja. Asenna vielä kaiuttimen 
    ritilä varovasti painaen takaisin alkuperäiselle                                   
    paikalleen.

    Nyt olet suorittanut tämän ohjeen kaikki vaiheet     Nyt olet suorittanut tämän ohjeen kaikki vaiheet 
    ja voit nauttia paremmasta stereokuvasta /    
    paremmasta äänenlaadusta.

E-Call kaapeli
( älä irroita tätä kaapelia )

Audio -kaapeli
( irroita tämä kaapeli )
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Thank you for buying this AI-Sonic
speaker set! 
In case your sprinter is equipped 
with a center speaker, you should
disconnect* the ”audio” connector
( Purple cable ) from the center speaker 
to ensure better stereo seperation and to ensure better stereo seperation and 
better sound quality overall.

*dont disconnect the E-Call connector

How to get access to the center speaker:

1. Carefully remove the speaker grill without
    breaking it.
( use trim removal tool to ensure secure remove of the panel )

2. Open the center speaker screws and now take 
    the speaker out of mounting hole and then you 
    have access to the ”audio” cable which needs     have access to the ”audio” cable which needs 
    to be removed

3. Install the speaker back using the screws
    and carefully install the speaker grill back to
    original place.

    Now you have completed the steps and
    you can enjoy better stereo seperation /
    better sound quality overall.    better sound quality overall.

E-Call connector
( don’t disconnect this )

Audio connector
( disconnect this )


